TAFE

%RONT END LOADER - MAHAAN 5245

Features:

¢ Ideal for handling grains, manure, soil, small size gravel, sand, garbage, etc.,
Welded construction for strength and torque under strain of unbalanced loads.

[}
e Well laid out Hydraulic Pipe Lines and Ergonomic Location of operating controls.
[ ]

Matched combination of Loader with MF245, dual Clutch Tractor.

Utilities:
e I|deal material handling equipment.

e Scraping of Earth and leveling of loose soil.
¢ Can handle silage and poles with specific attachment.
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Potential customers — Corporations, Quarries, Contractors, Agricultural Farms,
Brick Kilns, Sugar mills, Cement Factories, Salt lakes, Shrimp Farms etc.,

Specification:

Product Code TIPS 2194
Maximum Lift Height 3300 mm (130”)
Clearance with bucket dumped 2460 mm (977)
Reach at maximum height 900 mm (35”)
Digging Depth 90 mm (3.5”)
Maximum Dump angle 30 Degrees
Overall height in carry position 1575 mm (62”)
Roll back angle 30 Degrees
Lift capacity (Incl. of bucket & boom) 700 Kg (approx.)
Hydraulic Pressure rating 2500 PSI
Bucket Capacity 10.5 Cu. ft.
Weight of Loader (Incl. Mtg. Kit, boom & bucket) 900 Kg.

* The weight and working data contained in the present leaflet are supplied for information only and are not binding.
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Specification and size can be altered as part of ongoing product modification / improvement
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