TAFE
OFFSET DISC HARROW

Features:
e Three point hydraulic linkage and finger tip hydraulic control makes it highly
maneuverable.
e Heavy duty, Dust proof white iron bearings ensure long life.
e Scrapers adjustable individually or as a unit to suit all conditions.
e Working depth and side draft controlled from driver’s seat.
Utilities:
o Ideal for field discing, especially in orchards, plantations and vineyards.
e Exceptionally suitable for working under trees close to bunds and fence posts.

Specifications:

Parameters TIPS 1108 TIPS 1105
ODH ODH
Overall height 1143 mm 1365 mm
Overall length 2260 mm 2285 mm
Overall width 1625 mm 2565 mm
Min. Working width 1600 mm 2300 mm
Max. Working width 2209 mm 2800 mm
Overall weight 370 Kg 575 Kg
Number of discs 14 20
Disc dia. 510 560
Pitch of the discs 228 mm 228 mm
Type of discs Front — Scalloped Front — Scalloped
Rear — plain Rear — plain
Linkage type CAT | — 3 point Linkage CAT Il — 3 point Linkage
No. of Gangs 2 4 (2 rows)
Power Requirement 25 HP & Above 60 HP & Above

* The weight and working data contained in the present leaflet are supplied for information only and are not binding.
Specification and size can be altered as part of ongoing product modification / improvement
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